








A

B

D

G

H

I

E

F

M

L

Metric US

A 2210 mm 7ft 3in

B 4210 mm 14ft

D 760 mm 2 ft 5 in

E 1229 mm 4 ft

F 1520 mm 4 ft 11 in

G 1101 mm 3 ft 7 in

H 682 mm 2 ft 2 in

I 398mm 1ft 3in

180 kg 397 lbs

398 kg 877 lbs

438 kg 965 lbs

1 1

3 km/h 1.9 mph

0,6 km/h 0.35 mph

L Zero Zero

M 1000 mm 39 in

35% 35%

2° 2°

110/220 V ca 24 Vcc 110/220 V ca 24 Vcc

n° 2 - 12V;  85 Ah@20h n° 2 - 12V;  85 Ah@20h 
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Metric US

A 2900 mm 9 ft 6 in

B 4900 mm 16 ft

C 1710 mm 5 ft 6 in

D 760 mm 2 ft 5 in

E 1215 mm 3 ft 11 in

F 1727 mm 5 ft 7 in

G 1115 mm 3 ft 8 in

H 680 mm 2 ft 2 in

I 400 mm 1 ft 3 in

180 kg 397 lbs

495 kg 1092 lbs

550 kg 1212 lbs

1 1

2 2

3 km/h 1.9 mph

0,6 km/h 0.35 mph

L Zero Zero

M 1050 mm 3 ft 5 in

35% 35%

110/220 V ca 24 Vcc 110/220 V ca 24 Vcc

n° 2 - 12V;  85 Ah@20h n° 2 - 12V;  85 Ah@20h 

555 kg 1221 lbs
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Metric US

A 2900 mm 9 ft 6 in

B 4900 mm 16 ft

C 1710 mm 5 ft 6 in

D 739 mm 2 ft 4 in

E 1192 mm 3 ft 10 in

F 1727 mm 5 ft 7 in

G 1115 mm 3 ft 9 in

H 680 mm 2 ft 2 in

I 400 mm 1 ft 3 in

180 kg 397 lbs

 508 kg 1120 lbs

550 kg 1212 lbs

1 1

2 2

3 km/h 1.9 mph

0,6 km/h 0.35 mph

L Zero Zero

M 1050 mm 3 ft 5 in

35% 35%

110/220 V ca 24 Vcc 110/220 V ca 24 Vcc

n° 2 - 12V;  85 Ah@20h  n° 2 - 12V;  85 Ah@20h  

555 kg 1221lbs
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Metric US

A 4620 mm 15 ft 2 in

B 6620 mm 21 ft 8 in

C 2376 mm 7 ft 9.5 in

D 760 mm 2 ft 5 in

E 1600 mm 5 ft 3 in

F 1855 mm 6 ft 1 in

G 1560 mm 5 ft

H 680 mm 2 ft 3 in

I 340 mm 13.6 in

280 kg 616 lbs

1265 kg 2786 lbs

2 2

3 km/h 1.9 mph

0,6 km/h 0.35 mph

L Zero Zero

M 1590 mm 62 in

35% 35%

110/220 V ca 24 Vcc 110/220 V ca 24 Vcc

n° 4 - 6V; 240 Ah@20h n° 4 - 6V; 240 Ah@20h 





Metric US

A 5350 mm 17ft 6in

B 3350 mm 11ft

C 1441 mm 56.7in

D 1500 mm 59.05in

E 808 mm 31.8in

F 356 mm 14in

G 130 Kg 286 lbs

H 113 Kg 248,9 lbs

I 90 Kg 198,2 lbs

680 kg 1497 lbs

1 1

95 mt/min 3.54 mph

0,6 km/h 0.05 mph

L Zero Zero

M 1450 mm 57in

35% 35%

110/220 V ca 24 Vcc 110/220 V ca 24 Vcc

n° 4 - 6V; 240 Ah@20h n° 4 - 6V; 240 Ah@20h
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Metric US

A 2168 mm 7.11’

B 4168 mm 13.6’

C 730 mm 28.74’

D 1155 mm 45.47”

E 363 mm 14.29”

F 1500 mm 59.06”

G 130 Kg 286.6 lbs

H 90 Kg 198.4 lbs

I 90 Kg 198.4 lbs

280 kg 617 lbs

1 1

110/220 V 110/220 V 

N. 01 12V 85 Ah N. 01 12V 85 Ah





BraviLite

A B
 

Leonardo

Metric US

A 4200 mm 14 ft

B 4900 mm 16

45 kg 99.2 lbs

40 kg 89 lbs

max 3650 mm max 12 ft



Accessori LEONARDO 





                  VGUNITED S.L.
       Camí L’Alcora, 69 - 12550 Almazora (Castellón) España

tel. +34 900 10 60 09 / +34 615 92 53 02 / +34 964 35 17 72
www.vgmachinery.com          - e-mail: info@vgunited.com


